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STREAMFLO 120

The Streamflo® 125Ltr barrow system, provides pure water
on demand.

Simply fill the container with tap water and it’s ready to work,
producing Oppm pure water on demand (version with resin
filter only). Commercial trolley built for the most demanding
tasks, ideal for: professional window cleaners, shopping
centres, hotels, schools, hospitals, nursing homes, public
houses, clubs etc.

Resin capacity to filter up to 1000L of pure water.

*At a starting TDS of 100ppm

Specifications

*  Powerful 100psi diaphragm pump.

* Streamline®V16 Flow Controller to maximise flow and
save wasting water

* Low profie flat-free tyres, for rough terrain.
« Dl filtration for fast pure water production.

» Filter cartridge system allows for fast and easy
filter changes.

* Compact design, with collapsible handles for storing
in confined spaces.

* Lightweight frame with handle mounted on the
front plate for easy lifting and handling.

* Rechargeable Li-lon battery with battery charger (it
is recommended that you charge battery each night,
however battery may last 2-3 days, depending
on usage).

* 120Ltr container (approx. use - 25Ltrs of water
per house)

* TDS hand-held meter for accurate water quality
checks (DI version only).

» Stainless Female Hoselock outlet connector with stop
valve to save water when disconnected.

Areas Of Use Include

*  Professional window cleaners e Clubs

*  General cleaners *  Hospitals
* Hotels *  Nersing homes
*  Schools *  Public houses

Think you could benefit from an
Streamflo®120ltr barrow Kit?

Call our sales team on +44 (0) 1626 830 830

Streamline® Hamilton House, 8 Fairfax Road, Heathfield Industrial Estate, Newton Abbot, TQ12 6UD, UK
Call: +44 (0)1626 830830 Email: sales@streamline.systems Website: www.streamline.systems
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STREAMFLO 120
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10 inch (260mm)
Streamline® OVAS8® Brush

Medium Dual Bristle, with OVA8®
90° quick release socket

V-SBF26-MD06-001

- Quick Release OVA8® Connector.

- Universal socket screw holes allowing
for other brush sockets to be attached.

- Dual Bristle.

- Durable & sturdy.

- 4 removable jets (VSBF26-MDO6-001)
- 6 removable jets (VSBF36-MD06-001)
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Streamline® OVAS8® Carbon

1X Fibre Waterfed Pole
14 inch (_36?mm) Features a quick release system, superior
stl‘eamlll‘le"" OVA8® Bl‘ush c|amp5, and zero spin_
Medium Dual Bristle, with OVA8®
90° quick release socket 100% carbon ensuring it’s light and strong.
V-SBF36-MD06-00T1 Premium comfort, its 2 flat sides make the
pole easier to hold for long periods of time.
Available in 8 Sizes
OV17-24-U
17ft OVAS8® carbon fibre telescopic
1x Pole 5 section
0V22-24-U (22ft)
1Smtr (6_mq1) 22ft OVAS8° carbon fibre telescopic
Streamline® Pole 5 section
Microbore Hose
OV25-24-U (25ft)
SO6YW-KITO15-0113 25ft OVAS8° carbon fibre telescopic
Streamline® Microbore Hose Pole 5 section

complete with:

OV30-24-U (30ft)

- Q21FH-6 21 Series female 30ft OVAS8® carbon fibre telescopic
connector with 6mm hose tail Pole 5 section
- AHA-H6 Aluminium anti-snag OV35-30-U (35ft) : :
‘hoze-lock’ adaptor 35ft OVA8°® Carbon Fibre telescopic
Pole 5 section
OV40-30-U (40ft)
m 40ft OVAS8® Carbon Fibre telescopic
Pole 5 section
)¢ OV45-30-U (45ft)
= e - 45ft OVA8® Carbon Fibre telescopic
Streamline® Twist Pole 5 section
& & Lock Fan Jets
OV60-40-U (60ft)
FJ2-02 NJ3-02 : :
Fan Jet | Pencil Jet 60ft OVA8° Carbon Fibre telescopic

Pole 5 section
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