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Specifications 

Operating Specifications 

The Mobi® Maxi RODI trolley system is a three-stage  
filtration system that incorporates three distinct purification  
technologies: a carbon block pre-filter, a reverse osmosis  
membrane, and a polishing DI filter. The result of the three  
filtration procedures is clean water with a purity level of 
000ppm. This unit is designed to supply up to two operators. 
 
This excellent stainless-steel mobile trolley system can filter 
tap water on-demand while on-site. You are able to produce a 
strong flow of pure water quality using a battery powered RODI 
trolley system. 

The MOBI® Maxi trolley system can be used in courtyards, 
around schools, retail malls, and other situations where a van  
or trailer system cannot go. With the use of a short  
lightweight carbon fibre OVA8® pole, the trolley system can  
also be mounted on rooftops for abseiling or suspended  
platform-based cleaning.

• Full stainless design frame for durability  

• Simple operation

• Flush valve

• Built in pressure safety valve

• Quiet Operation

• High flow / High demand unit

• Instant pure water on demand 

• Comes with inline water quality TDS meter 

• Pumped unit means consistant flow &  
pressure regulation 

• Filtration: Pre-filtration, Reverse Osmosis and  
De-Ionising filter 

• Optimum Filtration Pressure: 120psi / 8.2bar

• Max Flow: 8.2Lpm 

• Inlet Water TDS Range: 100-1000ppm

• Final Water TDS: 000ppm

• Voltage: 230V

• Operators: 2

• Run Time: Continual

SPEC-MOBIMAXI-KIT

1340mm

600mm
450mm



`

`

SPEC-MOBIMIDI-KIT

Streamline® Hamilton House, 8 Fairfax Road, Heathfield Industrial Estate, Newton Abbot, TQ12 6UD, UK

Call: +44 (0)1626 830830                                Email: sales@streamline.systems                                Website: www.streamline.systems

1x

1x

10 inch (260mm)  
Streamline® OVA8® Brush
Medium Dual Bristle, with OVA8®  
90° quick release socket

Features a quick release system, superior  
clamps, and zero spin. 

100% carbon ensuring it’s light and strong. 
 
Premium comfort, its 2 flat sides make the  
pole easier to hold for long periods of time. 

Medium Dual Bristle, with OVA8® 
90° quick release socket

V-SBF26-MD06-001

V-SBF36-MD06-001

14 inch (360mm)  
Streamline® OVA8® Brush

-  Quick Release OVA8® Connector.

-  Universal socket screw holes allowing  
 for other brush sockets to be attached.

- Dual Bristle.

- Durable & sturdy.

- 4 removable jets (VSBF26-MDO6-001)

- 6 removable jets (VSBF36-MD06-001)

1x
15mtr (6mm)  
Streamline®  
Microbore Hose 
S06YW-KIT015-0113

Streamline® Microbore Hose  
complete with:

- Q21FH-6 21 Series female  
 connector with 6mm hose tail 

-  AHA-H6 Aluminium anti-snag  
 ‘hoze-lock’ adaptor

Available in 8 Sizes 

Brushes Waterfed Pole

Hose Kit 

Jets  

1x
Streamline® OVA8® Carbon  
Fibre Waterfed Pole

1x
Streamline® Twist  
& Lock Fan Jets 
FJ2-02
Fan Jet

NJ3-02
Pencil Jet 

- OV17-24-U 
 17ft OVA8® carbon fibre telescopic  
 Pole 5 section

- OV22-24-U (22ft)
 22ft OVA8® carbon fibre telescopic  
 Pole 5 section

- OV25-24-U (25ft)
 25ft OVA8® carbon fibre telescopic  
 Pole 5 section

- OV30-24-U (30ft)
 30ft OVA8® carbon fibre telescopic  
 Pole 5 section 

- OV35-30-U (35ft)
 35ft OVA8® Carbon Fibre telescopic  
 Pole 5 section 

- OV40-30-U (40ft)
 40ft OVA8® Carbon Fibre telescopic  
 Pole 5 section

- OV45-30-U (45ft)
 45ft OVA8® Carbon Fibre telescopic  
 Pole 5 section

- OV60-40-U (60ft)
 60ft OVA8® Carbon Fibre telescopic  
 Pole 5 section
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